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1. Gegenstand

Elektrische Trennsticke zur Trennung metallischer Bauteile von ge-
erdeten Anlagen.

2. BestimmungsgemalBer Gebrauch

e Nur zur Verwendung an von SGB freigegebenen Anwendungen.
(Verbindungsleitungen von Leckanzeigern)

o Material-Bestandigkeit muss gegeben sein

o Falls die Montage im Ex-Bereich oder an Ex-Anlagen vorgenom-
men wird, ist die Erdung bzw. Potentialausgleich nach geltenden

Vorschriften (z.B. EN 1127) auszufiihren.
WARNUNG! Gdf. ist eine Trennfunkenstrecke einzusetzen.
Gefahr durch o Umgebungstemperatur -25°C bis +70°C
Fehlgebrauch Anspriiche jeglicher Art aufgrund von Fehlgebrauch sind ausge-
schlossen.

3. Technische Daten

Abmessung D=22mm;L=105mm
Gewicht 110g

Werkstoff PVDF (ohne Verschraubung)
Nenndurchmesser DN 10

Druckstufe PN 25

Lagertemperaturbereich -20°C bis +50°C
Einsatztemperaturbereich  -25°C bis +70°C

Prifspannung 5 kV nach DIN 57303 / VDE 0303 bzw.
TRbF 521/6.51.2

4. Montage und Wartung

(1) Bei Montage sind die Anweisungen der verwendeten Verschrau-
bung zu beachten.

(2) Einbauort so wahlen, dass das Trennstlick einen Abstand von
mind. 3 cm zu anderen metallischen Gegenstanden hat.

(3) Bei nachtraglichem Einbau ist eine Dichtheitsprifung der Gesamt-
anlage durchzufihren.

(4) Im Rahmen der jahrlichen Funktionspriifung des Leckanzeigers
ist auch das Trennstlck auf sichtbare Beschadigungen zu prifen.
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5. Priifbericht

Technischer Uberwachungs-Verein Nord e.V.

Tankanlagen und Heizungsanlagen

Hamburg, den 12.11.1993
2535-Stei/Me

Akte: 113 BL SGB
Auftr.-Nr.: 113 BM 49320

Bericht

iiber die Priifung eines elektrischen Trennstiickes Typ "ET 5"

Gegenstand

Isolierverschraubung in PVDF-Ausfiihrung

Auftrag

SGB Sicherungsgerédtebau GmbH, 57076 Siegen

Auftrag vom 04.06.1993, Zch.: JHB/Gi

Typ

Elektrisches Trennstiick Typ "ET 5" PN 25 in PVDF-Ausfiihrung
Priifgrundiage

TRbF 521, KKS-Richtlinie Nr. 6.51 Trennung der metallenen Verbindung zu geer-
deten Anlagen

Prifungsunterlagen

Technische Beschreibung elektrisches Trennstiick Typ "ET 5"
Konstruktionszeichnung Blatt Nr. 2/2 vom 10.03.1993
Prifmuster

Priifungen

Ubereinstimmung des Priifmusters mit der Konstruktionszeichnung

Druckprifung des Bauteiles mit 32,5 bar Uberdruck

Temperaturprifungen bei +70°C und -25°C mit 20 bar Uberdruck

elektrische Prifung mit 5 kV Priifspannung nach DIN 57303/VDE 0303

1.3 AL 801/93 (2)
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Priifergebnis

Das Prufmuster ist fur die Nenndruckstufe PN 25 ausgelegt. Die Druckpriifung
mit einem Uberdruck von 32,5 bar ergab keine Undichtheiten.

Die Temperaturprifungen und die elektrische Prifung ergaben positive Ergebnis-—
se.

Beurteilung

Das elektrische Trennstiick ist zur Trennung von metallenen Verbindungen zu ge-
erdeten Anlagen geeignet.

Es sind folgende Bedingungen einzuhalten:

1. Das Bauteil ist dauerhaft zu kennzeichnen mit
- Hersteller oder Herstellerzeichen
- Typbezeichnung: ET 5
- Nenndruckstufe: PN 25

2. Die ordnungsgemdfe Herstellung des Bauteiles ist vom Hersteller durch
Eigenlberwachung zu gewdhrleisten.

3. Das Bauteil mup hinreichend bestédndig gegen die Lagermedien sein.
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Stein e
Sachverstandiger des
Technischen Uberwachungs-Vereins Nord e.V.

ET 5
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1. Object

Electrical isolators for the separation of metal components in earth
systems.

2. Intended use

¢ Only for use in applications approved by SGB. (Connecting lines of
leak detectors)

o Material resistance must be ensured.

¢ If the installation is carried out in the Ex-area or on Ex systems, the
earthing or equipotential bonding must be carried out in accord-

ance with the applicable regulations (e. g. EN 1127).
WARNING! If necessary, an isolating spark gap must be used.
Danger due e Ambient temperature: -25 °C to +70 °C
to misuse Claims of any kind due to incorrect use are excluded.

3. Technical data

Dimension: D=22mm;L=105mm

Weight: 11049

Material: PVDF (without screw connection)
Nominal diameter: DN 10

Pressure level: PN 25

Storage temperature: -20 °C to +50 °C

Operating temperature: -25°Cto+70 °C

Test voltage 5 kV acc. to DIN 57303 / VDE 0303 or

TRbF 521/6.51.2

4. Assembly and Maintenance

(1) When installing, follow the instructions for the screw connection
used.

(2) Select the installation location so that the separating piece is at
least 3 cm away from other metallic objects.

(3) In the event of subsequent installation, a leak test of the entire
system must be carried out.

(4) As part of the annual functional test of the leak detector, the sepa-
rator must also be checked for visible damage.
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5. Testreport

original version

Note:
By TUV not certified
Technischer Uberwachungs-Verein Nord e.V. translation of the German

Tank systems and heating installations

Hamburg, 11/12/1993
2535-Stei/Me

File: 113 BL SGB

Order no.: 113 BM 49320

Report

on testing of the electrical isolator model “ET 5"

Object
Isolating fitting in PDVF version

Order
SGB Sicherungsgerdtebau GmbH, 57076 Siegen
Order dated 04.06.1993, signed: JHB/Gi

Type
Electrical isolator model “ET 5" PN 25 in PVDF version

Basis of certification

TRbF 521, KKS guideline no. 6.51 Separation of the metal connection to earthed systems

Certification documents
Technical description for electrical isolator model “ET 5"
Construction drawing sheet no. 2/2 dated 10.03.1993

Test specimen

Tests

- Compliance of the test sample with the construction drawing

- Pressure test on the component with 32.5 bar overpressure
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- Temperature tests at +70°C and -25°C with 20 bar overpressure

- Electrical test with 5 kV test voltage according to DIN 57303/VDE 0303
Test result

The test specimen is designed for nominal pressure level PN 25. The pressure test with an overpressure
of 32.5 showed no leaks.

The temperature tests and the electrical test yielded positive results.

Assessment
The electrical isolator is suitable for separating metal connections to earthed systems.
The following conditions must be met:

1. The component must be permanently marked with:
- Manufacture or manufacturer's mark
- Model name: ET 5
- Nominal pressure level

2. The proper manufacture of the component must be warranted by the manufacturer through self-
monitoring.

3. The component must be sufficiently resistant to the storage media.

Stein

Assessor at
Technischen Uberwachungs-Vereins Nord e.V.
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